The Nation's preferred Manufacturer
of Linen and Rubbish Chutes




MipLAND LETS You CustoMiZE YOUR SYSTEM TO BEST

SUIT YOUR REQUIREMENTS.
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THE MIDLAND CHUTE:
QUIET, SAFE, SECURE.

Midland manufactures the quietest chute
system available. Unique spiraled expansion
sections provide sound dampening to
produce a chute that's up to three times
quieter than competitive makes (test results
available upon request). Optional sound
coating and isolator pads produce an even
quieter chute.

The architects at Midland use CAD design
systems to assure you designs that are
accurate and on-time. Our chutes meet all
NFPA-82 Standards, and all intake doors are
UL-B labeled and approved for both dry-
wall and masonry construction.

Our knowledgeable representatives are
located throughout the country. Call for the
name of the representative nearest you.

Our Basic CHUTE CONTAINS:

Intake section(s) with specified
door installed on unit.

Spiraled expansion section(s) to
make up balance of floor height.

Angle iron floor brace(s) to support
the chute.

Outlet door equipped with fusible
link to close in case of fire.

Full diameter vent to extend four
feet above roof level.

Sprinkler and flushing head at the
top of chute with additional sprinkler
heads at every other floor.

Additional items may be ordered

such as Sanitizing Unit, Access Doors,
Electric Interlocks, Sound Coating
and Isolator Pads.
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RoLLING DISCHARGE (Tves D-HS).

Re comme nded Door Slzes One steel rolling discharge door is recommended with each rubbish
system. Door is of "B" label construction (but does not bear a label)
- and is equipped with wheel rollers and fusible

Chute Rubbish Linen Linen = ! : e
Diameter Intake Intake Discharge M { f T link. Door will roll shut when link is fused by
(AxB) (AxB) (AxB) \ ‘5‘\,_{% excessive heat.

15" 12" x 15" 12" x12" 15" x24" =

18" 12" x 15" 15" x 15" 18" x 30" HoppER DISCHARGE (Tve: D-TH).

20': 15': x 18" 18:' X 18': 20:: X 30:. One hopper discharge unit is recommended with

24 15" x 18" 21" x21" 24" x 30" each linen chute system. Hopper discharge

30" 18" x 18" 24" x24" 30" x 36" consists of one stainless steel top-hinged

UL-B label door assembled to the hopper.
Midland's UL-B label doors are approved for either Unit comes equipped with a fusible link.
drywall or masonry construction. Door will automatically slam shut

when link is fused by excessive heat.

Evectric InterLocks, Sounp Coarin, Isoraror Paps

Call for information about incorporating these into your design.

VENTS (Tve: G).

Vents meet NFPA-82 specification which
requires the chute to extend full diameter
through roof into a solid capped vent that is 4
feet above the roof. Flashings can be designed
to fit roof curb, flat roof, or pitched roof.

Sanmmzivg Unir.

This unit may be ordered to attach to the flushing system te supply
disinfectant to the chute. Unit has an on-off valve for regulation.







